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Keyboard 
On/off switch 
Joystick 
Action button 



In the rear of your game computer you 
will find two DIN sockets (6-pin) for the 
hand controls and on some versions a 
third DIN socket (8-pin) serving as a 
RGB-output connector. 



Follow these instructions carefully when you put 
your game computer into operation! 



•i Remove the aerial plug from your TV set and replace it by the output 
connector of the Videopac+ game computer. 
If the connector does not fit, ask your dealer for an adaptor. 

O Connect a mains plug to the flex (U.K. only). 
fc Connect the game computer to the mains outlet. 

Q Switch on your TV set. Reserve one of your TV programme selectors for your 
** Videopac+ game computer. Press the pre-selection button of that channel. 

4 Connect the hand controls to the game computer. 

5 Insert Videopac cartridge in game computer. 

5 Switch the game computer on by pushing the power switch. 

7 Press C53 (RESET/DEPART). 

O Tune the TV pre-selector in to UHF channel 32 (approx.) until the text 

"SELECT GAME", "QUEL JEU" or another opening image appears on your 
screen. Consult the instructions for use that came with your TV set. 

Q Now consult the instructions for use that came with the game you want to 
3 play. 



mm 



A With this Videopac + game computer you can use all Videopac 
and Videopac + cartridges, with the exception of Videopac 
cartridges No. 5, 31 and 40. 

D If you have a television receiver with a Euro-connector (SCART), you may be 

B able to connect the game computer to your television set via the RGB-output 

socket. It will give an improved picture quality. Ask your dealer for advice. 

P Your Videopac + game computer contains highly sophisticated electric 
" circuitry. It must be handled with care. 



The keys in the upper row are meant 
only for use with the Microsoft ® 
Basic Interpreter. Their functions will 
be explained in detail in the relevant 
instructions for use. 
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Videopac-Kassette 
Schlitz fur Videopac-Kassette 
Ausgangskonnektor 
DIN-RGB-Ausgangsbuchse * 
DIN-Buchse fur Handregler 




Tastatur 

Ein-Aus Schalter 
Daumenhebel 
Aktionstaste 
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An der Ruckseite Ihres Spielcomputers 
finders Sie zwei DIN-Anschlusse (6-polig) 
fur die beiden Handregler; bet manchen 
Ausfiihrungen dient eine dhtte 
DiN-Buchse (8-polig) als RGB-Ausgang. 



Diese Anweisungen sind bei Inbetriebnahme Ihres 
Spielcomputers sorgfaltig zu beachten! 



•i Antennenstecker Ihres Fernsehge rates herausziehen und durch den 

Ausgangsstecker des Videopac + -Spielcomputers ersetzen. Falls der Stacker 
nicht passt. besorgen Sie sich bei Ihrem Fachhandler einen Adaptor. 

o Netzstecker an das Kabel anschliessen (nur in England erforderlich). 
SpielcomputerandieN etzsteckdose anschliessen . 

o Fernsehgerat einschalten. 

Reservieren Sie eine der Programmtasten Ihres Fernsehgerates fur den 
Videopac +- Spielcomputer. Die ins Auge gefasste Programmtaste drucken. 

4 Handregler an den Spielcomputer anschliessen. 

5 Videopac-Kassette in Spielcomputer einsetzen. 

6 Spielcomputer mit der Netztaste einschalten. 

7 Taste CS (RESET/DEPART, Rucksetzen. Spielbeginn) drucken. 

Q Fernsehgerat auf UHF-Kanal 32 abstimmen (ungefahre Einstellung geniigt). 
bis der Text "SELECT GAME", "QUEL JEU" oder eine andere Erbffnung auf 
dem Bildschirm erscheint. Ziehen Sie hierbei die zu Ihrem Fernsehgerat 
gehbrende Gebrauchsanleitung zu Rate. 

Q Weiterhin verfahren Sie nun gemass der Gebrauchsanleitung des 
betreffenden Spiels. 



Einige Hinweise 



A In Verbindung mit diesem Videopac + -Computer sind alle 
m Videopac- und Videopac + -Kassetten verwendbar, ausgenommen 
die Videokassetten Nr. 5, 31 und 40. 

D Falls Sie ein Fernsehgerat mit Euro-Konnektor (SCA R T) ' besitzen, besteht 
eventuell die Moglichkeit, den Spielcomputer iiber den RGB-Ausgang 
anzuschliessen. Dies ergibt eine verbesserte Bildqualitat. Lassen Sie sich 
durch ihren Fachhandler beraten. • Mqoi^mAv^ic^jK, 

P Ihr Videopac + -Spielcomputer enthStt hochentwickelte elektronische 
M Schaltungen und muss daher mit Sorgfalt behandelt werden. 



Die Tasten in der oberen Relhe 
werden nur in Verbindung mit dem 

Microsoft r Basic Interpreter 
benotlgt; ihre Funktionen werden in 
der betreffenden Gebrauchsanleitung 
erlautert. 



Die Tasten FUNCTION 


Funktionstaste 


INPUT 


Eingabetaste 


RESET 


Riickstellung 


YES 


Ja 


NO 


Nein 


CLEAR 


Lbschen 


ENTER 


Anfang 


SPACE 


Leertaste 
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